
Attachment 3.

2011 Korea Cup international yacht race

Offshore Special Regulation Category 3 Check List

1. This list is to check the ship owners themselves and some parts of yacht equipment, and it does not cover all of the OSR.

2.  The race committee checks only if there are the equipments required, it does not guarantee the safety of the yachts.
3. Yacht owners are required to tick the box of each clause and keep the original one in their boats. A copy is to be presented to the race committee at registration by 18:00 25th May 2011. 
(fax: 02-420-4391, 87yeonsoo@naver.com)
The name of boat : 
	1
	The safety of a yacht and her crew is the sole and inescapable responsibility of the person in charge who must do his best to ensure that the yacht is fully found, thoroughly seaworthy and manned by an experienced crew who have undergone appropriate training and are physically fit to face bad weather. He must be satisfied as to the soundness of hull, spars, rigging, sails and all gear. He must ensure that all safety equipment is properly maintained and stowed and that the crew know where it is kept and how it is to be used.
	□

	2
	Navigation lights shall not be mounted below deck level and should be at no less height than immediately under the upper lifeline.
	□

	3
	Navigation lights, stem lights, stern lights should be checked.
	□

	4
	A passive Radar Reflector (that is, a Radar Reflector without any power) shall be provided
	□

	5
	The following shall be provided:

Jackstays:-

shall be provided
i attached to through-bolted or welded deck plates or other suitable and strong anchorage fitted on deck, port and starboard of the yacht's centre line to provide secure attachments for safety harness:-

ii comprising stainless steel 1 x 19 wire of minimum diameter 5mm (3/16 in), or webbing of equivalent strength;

iii which, when made from stainless steel wire shall be uncoated and used without any sleeving;

iv 20kN (2,040 kgf or 4,500 lbf) min breaking strain webbing is recommended
	□

	6
	The following shall be provided:

a) Completely fixed, a clipping crew should be stand easy to work at lifeline on the deck.
b) The lifeline is stainless steel wire (LOA 8.5m~13m ,silver 4mm over than) not be provided plastic clothing and the yacht which uses sheet or sleeve should be inspected regularly.  
	□

	7
	During a race, can be charged of the battery, fuel of more than 20L available 8 hours by minimum speed and water of more than 20L for emergency survival should be provided.
	□

	8
	The following shall be provided:-

a) a marine magnetic compass, independent of any power supply, permanently installed and correctly adjusted with deviation card.
b) a compass which may be hand-held.
	□

	9
	An anchor or anchors shall be carried according to the table below:

a) The following anchors shall be provided

i For yachts of 8.5 m LOA (28 ft) and over there shall be 2 anchors together with a suitable combination of chain and rope, all ready for immediate use

ii For yachts under 8.5 m LOA (28 ft) there shall be 1 anchor together with a suitable combination of chain and rope, all ready for immediate use
	□

	10
	Foghorn

A foghorn shall be provided
	□

	11
	Fire extinguishers, at least two, readily accessible in suitable and different parts of the yacht
	□

	12
	Tools and Spare Parts

Tools and spare parts, including effective means to quickly disconnect or sever the standing rigging from the hull shall be provided.
	

	13
	Yacht's name

Yacht's name shall be on miscellaneous buoyant equipment, such as lifejackets, cushions, lifebuoys, lifeslings, grab bags etc.
	□

	14
	Battery Systems

a) When an electric starter is the only method for starting the engine, the yacht shall have a separate battery, the primary purpose of which is to start the engine

b) It is recommended that consideration be given to the installation of sealed batteries, noting however that a special charging device may be specified by the battery manufacturers
	□

	15
	A First Aid Kit shall be provided
	□

	16
	When the marine radio transceiver is VHF:  it shall have a rated output power of 25W
	□

	17
	Fixing or handheld GSP should be provided.
	□

	18
	A sailing sea chart (not electronic), lighthouse list and working tools should be provided. 
	□

	19
	The following shall be provided within reach of the helmsman and ready for instant use:

A lifebuoy with a self-igniting light and a drogue or a Lifesling with a self-igniting light and without a drogue.
	□

	20
	2 red parachute and 2 red hand flares and cyalume-type chemical light sticks (red flares compliant with SOLAS)
	□

	21
	Orange smoke LSA III 3.3
Race category

2
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2
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2

Mo4
2

Mu4

	□

	22
	The following lights shall be provided and readily available for the purpose of collision avoidance:

a) a watertight white torch (flashlight) with spare batteries and bulb

b) a watertight, high-powered white spotlight (searchlight) with spare batteries and bulbs
	□

	23
	Each crew member shall have a lifejacket as follows:-

In accordance with ISO 12402 – 3 (Level 150) or equivalent, ISO 12402 requires Level 150 lifejackets to be fitted with a mandatory whistle and retro-reflective material. Also, when fitted with a safety harness, ISO 12402 requires that this shall be the full safety harness in accordance with ISO 12401. Any equivalent lifejacket shall have equal requirements.
	□

	24
	At least 30% of the crew shall each, in addition to the above be provided with either:-

a) a safety line not more than 1m long, or

b) a mid-point snap hook on a 2m safety line
	□

	25
	Emergency steering shall be provided as follows:

Except when the principal method of steering is by means of an unbreakable metal tiller, an emergency tiller capable of being fitted to the rudder stock
	□

	26
	Each sized coak should be provided the holes through the yacht (bilge-pump, water pump, speed gauge and toilet. etc ) 
	□


    ,      2011
The name of owner :        

Signature :                                     
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